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Indian Pursuit / Roadmaster Powerplus 
All Year Models 

Ultimate Seats Installation 
 
Install kit 
 
Heated Seat Adapter Plug = 1 (only supplied with Ultimate heated seats) 
Replacement filler pad for lower trunk passenger pad = 1 
 
NOTE 
When you are installing an Ultimate Seat with an Indian Trunk, we suggest 
installing the Ultimate Trunk and Sissy bar Relocation Kit as this gives your 
passenger 2 inches more room. 
 
Removal of Stock Seat  
1. Remove the trunk or sissy bar from the bike. 
2. Remove the side covers both sides and remove the seat bolts. 
3. Unplug the wiring harness back of trunk. 
4. Slide seat back and then lift up and off the bike. 
5. Unplug the wiring harness from the bike. See Pic 1, Figure A. 
6. If you have Indian stock heated seats, the plug running from the trunk harness to the 
seat needs to be unplugged from seat - see Pic 1, Figure B. NOTE: Your Ultimate Seat 
plugs into a different plug than what the factory seat plugs into. It is pictured in Pic 
2 below. Therefore the plug that is in Pic 1, Figure B, will not be used with your 
heated Ultimate Seat. 
7. Remove the wiring harness from the stock seat and install it on your new seat with 
preinstalled P-Clamps. 
8. If you are installing a heated Ultimate Seat, locate the 12v accessory plug that is 
wrapped up in electrical tape on your main harness, see Pic 2. Install the supplied heated 
seat adapter plug. 
9. If you have the Indian driver backrest you must remove the receiving bracket from 
the bike before installing our seat. 
10. Remove the rear seat location bolt from fender and reinstall it upside down, see Pic, 
3. This allows you to remove and install your new seat without removing the trunk. 
11. Remove the lower small trunk pad and replace it with the supplied thin pad, see Pic. 4 
This gives your passenger one inch more room and a more comfortable back angle. 
To install this pad, remove the backing on the self-stick Velcro, and use the studs on the 
trunk to line up the pad for installation. 
12. Install your new seat, all the mounting brackets are already installed on your new 
seat. 
13. Install the two stock seat bolts and tighten. 
14. Re-Install both side covers. 
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If You Have a Luggage Rack on Your Sissy Bar: 
Note: because our passenger seat is longer you must install the seat first and then 
install the sissy bar. To increase passenger space when using a sissy bar - install our 
optional sissy bar and trunk relocation kit. 
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Enjoy the ride again on your Ultimate seat. 


