
Ultimate Seats 
2018 and Newer Softail Sissy Bar Relocation Kit 

 
Install Kit Contents: 
1 – 7/32 allen wrench 
2 – 3/8-16 x 1 1/2” socket cap bolt 
2 – 3/8-16 x 7/8” socket cap bolt 
4 – 3/8-16 x 3” button head bolt 
2 – 3/8-16 x 2” button head bolt 
2 – 1 1/8” shoulder spacer 
4 – 1” spacer 
6 – 3/8” flat washer 
2 – 3/8” 16 flange nut 
1 – Blue Loctite ----------- Very important to use Loctite on all threads when installing. 
 

1. Remove two torx bolts that are holding the right-side saddle bag – retain sissy bar spools. 
2. Remove most rear torque bolt (Bolt A on Fig 1) and install supplied socket cap bolt (1 1/2”) and 

rear sissy bar spool (with black insert). 
3. Install front sissy bar spool onto relocation plate using supplied socket cap (7/8”) and flange nut 

(Fig 2). 
4. Remove farthest forward torx bolt (D on Fig 1). Install relocation plate using supplied button 

head bolt (2”) with 3/8” flat washers and supplied spacer (1”). Do not tighten. 
5. Install spacer (1”), button head bolt (3”) and washer into next hole back (C on Fig 1) to line up 

hole. Tighten front bolt. Remove 3” bolt (C on Fig 1).  See figure 3. 
6. Install saddlebag with supplied 3” bolts and washers. (In location B, add 1 1/8” spacer between 

bag and fender rail). 
7. Repeat steps 1-6 on left side saddle bag. 
8. Figure 4 shows relocation kit fully installed. 
9. Install Sissy Bar. 
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Questions? 

877-672-0288 
des@ultimateseats.com 
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