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2023 and Up Road Glide CVO and Street Glide CVO 

2024 and Up Road Glide and Street Glide 
(Not Ultra or Limited) 

Touring Seat Installation 
 
Installation Kit: 
Quantity: 1 – 1/4-20 x ½” Extra Wide Phillips Screw (Used for replacing CVO 2-Piece Only) 
Quantity: 1 – Heat Adapter Plug (If Installing a Heated Seat) 

 
IF YOU HAVE A CVO MODEL WITH A STOCK 2-PIECE SEAT: 
Removal of Stock Seats 

1. Remove the rear seat fender bolt / thumb screw from passenger seat. Store this away as this 
will not be reused. Our Ultimate Seat is longer than the stock seat to provide more comfort 
– therefore, we supply a new screw that will be used in installation. There is no room for 
the stock thumb screw – and it will rub a hole through the seat cover. This WILL NOT 
be covered under warranty. 

2. Slide passenger seat back and up to remove. 
3. Remove the two nuts holding the driver seat to rear fender. 
4. Lift up back of seat to clear the two threaded studs and remove seat. 
5. Replace the two stock nuts onto the threaded studs and tighten correctly. 
6. Remove the seat strap and Harley driver backrest mount if installed. 

 
IF YOU HAVE A NON CVO MODEL WITH A STOCK 1-PIECE SEAT: 
Removal of Stock Seat 

1. Remove your stock seat and the seat strap. 
2. Remove the Harley driver backrest mount if installed. 

 
Install your New Seat 
(If you have purchased a heated Ultimate Seat, please follow steps 1 to 3, if not, please skip to 4). 

1. Find bike accessory power plug location figure 1. 
2. Plug supplied jumper into accessory power plug in figure 2. 
3. Plug Ultimate Seat into power jumper Figure 3. 
4. NOTE, if you removed a stock 2-piece seat, use the supplied ½” Phillips head bolt in the 

installation kit. 
5. Install your Ultimate seat now, make sure you have the front locating bracket on the seat nose 

located properly under the tank and: 
a. If replacing stock 1-piece seat – install stock screw in the rear fender bracket and fasten 

correctly. 
b. If replacing stock CVO 2-piece seat – install supplied ¼-20 screw in the rear fender 

bracket and fasten correctly. 
 
Remove/Install sissybar pad (optional) 
Remove the 3 screws holding the stock pad and remove, store the pad. 
Install the Ultimate pad using the 3 stock screws. 
 
Enjoy the ride again on your Ultimate Seats. 
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Figure 2 
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Figure 3 

 
Questions? 

877-672-0288 
sales@ultimateseats.com 
www.ultimateseats.com 

http://www.ultimateseats.com/

