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Can–Am Spyder RT – 2010 to 2019 
Ultimate – Heated Seat Wiring Harness 

 
Tools Needed                                                        Installation Kit (included) 
2x 13mm open end wrenches     Wire pull through hook tool 

Power supply wire harness 
              1 fuse 
        Fuse box cover 
 

1. Follow provided instructions to remove stock seat and passenger backrest. 
2. Remove the right-side front panel, which is held on by grommets (pic 1). 
3. Pull and release only the bottom of the right-side large panel, which is held on by grommets 

(pic 2) do not turn or remove the two screws. 
4. Unzip the liner in the front trunk and remove the cover covering the fuse box (pic 3 & 4). 
5. Remove the fuse box cover (pic 5). 
6. MODEL YEARS 2014-2019: Remove the 5-amp fuse in position F6. Reinstall the supplied 

fuse box with preinstalled adapter wire (pic 6). 
7. MODEL YEAR 2013. Remove the 10-amp fuse in position F6. Reinstall the supplied fuse box 

with preinstalled adapter wire (pic 6).  
8. MODEL YEARS 2010-2012. Remove the 15-amp fuse in position F6. Reinstall the supplied 

fuse box with preinstalled adapter wire (pic 6). 
9. Feed the hook part of the provided hook tool through the bottom left of the fuse box toward the 

wheel well (it works best on the angle pictured in pic 7). Once you see the hook, fold the male 
end of the power supply wire harness (pic 8), and pull through to the fuse box. Connect male 
end of harness to female on supplied fuse box cover. Plug fuse into location F6 that was 
mentioned in steps 6 through 8 depending on your year model. WIRETAP MUST BE ON 
LOWER FUSE PRONG WHEN INSTALLING. 

10. Reinstall inner fuse box cover, gently pulling out any excess wire. 
11. Connect male and female bullet connectors. 
12. Reinstall our fuse box cover and zip liner and close the trunk. 
13. Route the wiring harness through the right-side large panel that you released in step 3 (pic 9). 
14. Route the wiring harness through bottom of side panel from step 3 (pic 2). 
15. Reinstall cover from step 2 (pic 1). 
16. Reinstall bottom of side panel from step 3 (pic 2). 
17. Loosen seat shock bolt just enough to slide the open-ended connector of the ground wire onto 

the seat shock bolt, and retighten, use 2x 13mm open end wrenches (pic 10). 
18. Install Ultimate Seat 
19. Plug in pigtail of heated Ultimate passenger backrest to pigtail at the back of Ultimate seat. 
20. Install Ultimate passenger backrest on bike. 
21. Please use prepaid USPS label to return the fuse box from your bike to us. 

 
 

Questions? 
877-672-0288 

des@ultimateseats.com 
www.ultimateseats.com 
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