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2024 and Up Road Glide and Street Glide 
2-Piece Seat Installation  

 Install Kit 
• Qty: 2 - Grooved Chrome Dome Nuts 
• Qty: 1 - Heat Plug Adapter (If Applicable) 

Remove your Stock Seat 
1. Remove your stock seat and the seat strap. 
2. Remove the Harley driver backrest mount if installed. 

Install your New Seat 
(If you have purchased a heated Ultimate Seat, please follow steps 1 to 3, if not, please skip to 4). 

1. Find bike accessory power plug location figure 1. 
2. Plug supplied jumper into accessory power plug in figure 2. 
3. Plug Ultimate Seat into power jumper Figure 3. 
4. Remove the two nuts from the rear fender bolts, leave the two white plastic washers in place. 
5. Install your Ultimate front seat now, make sure you have the front locating bracket under the 

tongue coming from the rear of the tank. Then line up the two exposed threads in the fender 
with the rear brackets on the seat. 

6. Install the two supplied chrome dome nuts to secure the seat, tighten with a wrench. 
7. Now, install your Ultimate passenger seat by sliding the bracket on the front of the seat into the 

grooves in the dome nuts. 
8. Install the original bolt into the rear passenger seat bracket and fasten correctly. 

 
Remove/Install sissy bar pad (optional) 

• Remove the 3 screws holding the stock pad and remove, store the pad. 
• Install the Ultimate pad using the 3 stock screws. 

 
Enjoy the ride again on your new Ultimate Seat. 

 
Figure 1 
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Figure 2 

 
Figure 3 

 
 

Questions? 
877-672-0288 

sales@ultimateseats.com 
www.ultimateseats.com 


